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PS05 - External Wall - Battened

Service feature located in the steel ring beam - allows 
for pipework to drop to plumbing fixtures on ground floor. 

Pipework supported vertically within panel - pipework 
should be fixed back to pattresses or RSWB using 
suitable fixings.

Service feature located in the steel bottom rail - allows 
for pipework to come up to plumbing fixtures on first floor. 
Holes in boarding should be drilled by the appropriate 
tradesperson on site.

Pipework passing through external wall insulation 
- pipework should be lagged or fed through a suitable 
conduit to prevent direct contact with the external wall 
insulation.

www.ultrapanel.co.uk          01200 414 714 3

5.1

5.3

5.2

5.4



TRADE GUIDE
Plumbing Services

PS06 - Party Wall - Battened
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PS06 - Party Wall - Battened

Service feature located in the party wall hanger 
- allows for pipework to drop to plumbing fixtures on 
ground floor. 

Service holes located in end floor joists / noggins 
- holes above / below service features are pre-drilled. 
Additional holes can be drilled on site if required (refer to 
manufacturers guidelines for allowable holes).

Service feature located in the steel bottom rail - allows 
for pipework to come up to plumbing fixtures on first floor. 
Holes in boarding should be drilled by the appropriate 
tradesperson on site.

Pipework supported vertically within panel - pipework 
should be fixed back to pattresses or RSWB using 
suitable fixings.
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